
uTrust 3721 F LF
125 kHz LF Proximity Card 
Reader with Keyboard 
Emulation

Low-Frequency

● Supports 125 kHz contactless 
proximity cards 

Multi-Protocol

● ASK, FSK, and PSK

Interoperable

● Supports major card ICs, 
standards, and technologies

Convenience

● Modern design optimized 
for easy and ergonomic 
operation, even in limited 
space environments

High-Security Features
Secure identification in e-passport, e-
banking, and e-commerce applications.

The uTrust 3721 F LF is a PC-linked reader designed for 
logical access in environments where legacy ID cards are 
already in use. Supporting seamless integration with 
minimal administration, it works with the Hirsch driver 
platform and Windows® Plug-and-Play driver, and is also 
compatible with Android-based solutions. In addition to its 
traditional PC/SC chip card reader functionality with a USB-
CCID interface, the reader offers USB-HID keyboard 
emulation. 

By default, it reads the unique identifier (UID) or chip serial 
number (CSN) from supported cards or tags and inputs it as 
an ASCII string into any host application (e.g., browser, 
email, Word/Excel). This function mimics the behavior of 
barcode scanners. The default settings, including facility 
code and card number, can be modified. C++-based 
software tools are provided for easy configuration and 
customization of various settings..

The reader can be ordered with a preassembled standing 
base kit:

Convenient: End-user friendly reader presentation

Flexible: Positioning, orientation, and ease-of-use

Mountable: Desktop mounting option

Other Modules

● uTrust 3720 F HF + LF (125 
kHz and 13.56 MHz)

● uTrust 3720 F HF (Multi ISO)



uTrust 3721 F LF 

uTrust 3721 F LF
125 kHz LF Proximity Card Reader with. 

Keboard Emulation

DATA SHEET 

Parameter Details

Supported Contactless 
Standards

125 kHz

Protocols T=CL (translated to T=1 for PC/SC compliance)

Supported Contactless Card ICs LF (ASK, FSK, and PSK)

Data Transfer Rate Variable depending on card 

Reading Distance Operating distance up to 2.5 cm, depending on the frequency

Antenna Integrated low-frequency (LF)

Operating Conditions

Power & Communication USB 2.0 Bus-powered

Power Consumption 200mA @ 5V

Dimensions 91 x 75 x 12 mm
94 x 77 x 69 mm (with stand base)

Weight 88 g ± 5% 

Operating Temperature Range -20° to 70° C (-4° to 158° F)

Storage Temperature Range -25° to 85°C (-13 to 185°F)

Operating Humidity Range Up to 95% RH non-condensing

Connector 1.5m USB cable with USB type A or Type C connector

Status Indicator LED and Buzzer

Firmware SmartOS

Firmware In-Field Upgradeable Yes
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uTrust 3721 F LF
125 kHz LF Proximity Card Reader with. 

Keboard Emulation

DATA SHEET 

Parameter Details

Driver and Software

PC/SC Driver PC/SC Specification Ver. 2. 04. 14. for: Windows® 7/8/10/11 (32 and 64 bit), Windows® Server 
2008/2012/2016/2019/2022, macOS 10.9.x - 15.x, Linux 2.x - 6.x (32 and 64 bit), Android 8.0 and 
higher

Software PC/SC API

Certifications / Compliance 

Systems/Standards USB 2.0 Full Speed, CCID, Microsoft® WHQL

Regulatory/Environme
ntal

CE, FCC, IEC 62368-1, VCCI, RoHS3, REACH, WEEE, TAA(USA), RED 2014/53/EU

Ordering Information

Product Part Number 905593-2
905525 (optional stand kit)

We are committed to ensuring that all of our products are PFAS-free and that the minerals used are responsibly sourced. Through 
rigorous due diligence and adherence to industry standards, we strive to provide products that are safe, sustainable, and ethically 
produced.

TECHNICAL DATA IS SUBJECT TO CHANGE 
WITHOUT NOTICE.  REVISION DATE:  2026-7-1

Hirsch is a global technology leader, revolutionizing physical security solutions, video 
intelligence, and digital identification systems.
For more information, visit hirschsecure.com or email sales@hirschsecure.com.
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